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Anker SOLIX C1000X Gen 2
Portable Power Station

Product Overview

@ USB Ports
O Main Power Button
@ AC Input Port
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LCD Screen Guide
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@ High-Temperature / Low-Temperature Alert
O[ﬂ When this icon appears, stop using the power station and let it cool down until the icon disappears.
;?KB When this icon appears, stop using the power station until the icon disappears.

@ Automatic Correction of Battery Level

If a charging / discharging limit is set, the power station will fully recharge to 100% after 720 hours of operation,
regardless of mode or status. This calibrates the battery level. Once fully charged, the power station will return to
the state or mode it was in prior to recharging.

© Battery Level Ring

@ Charging / Discharging Limit
The lower limit can be set between 1% and 20%, while the upper limit can be set between 80% and 100% in the app.

© Current Input Power

O AC Charge Frequency
This icon lights up when the AC output button is pressed.

@ USB-C Output Port
@ USB-A Output Port

© DC Output Port
This icon lights up when the Car socket button is pressed.

® Current Output Power
@ Battery Level
@ Estimated Time to Charge / Discharge

@® Error Code
Please refer to the Appendix - Error Code section for detailed types and explanations of the error codes.

@ Wi-Fi / Bluetooth
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Screen Display

Status

No charging or recharging.

Charging the devices.

Recharging the power station.

4600W 4 200W ~

Recharging specifications during simultaneous charging and recharging.

Charging specifications during simultaneous charging and recharging.

Resetting Bluetooth or Wi-Fi.

Note: Press the main power button for 7 seconds while the power station is
powered off until this icon appears on the screen, indicating a successful loT
reset.

Peak
00:00-13:00 °T

1 Mid-Peak
13:00-19:00 I

=

Time-of-Use mode.
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UltraFast recharging.

Silent recharging.

Note: Input power is under 600W.

Solar recharging.

Charge the device at a voltage greater than or equal to 20V.

CUMULATIVE USAGE

The cumulative usage time of the power station reaches 720 hours.

SOLAR ENERGY

The cumulative electricity generated by solar power reaches 10kWh.
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Screensaver.

Note:
PM
- YOou can set the screensaver's clock in the app to be 12 or 24-hour, or you can
D 9 ' 3 D select another style.

2024-12-31 - Display only when recharging.

- The display brightness defaults to 5% and can be adjusted in the app to a
maximum brightness of 20%.

- Press the main power button once to turn on the screen.
- Press the main power button once to switch the interface.

- If there is no operation on the interface for 10 seconds, it will automatically return to the main interface.

Recharging Your Power Station
When your power station only has 1% battery remaining, El will appear to remind you to recharge.

AC Recharging

Standard Recharging

Recharge the power station by connecting to a wall outlet with the AC charging cable. The maximum input power of
the AC port is 1,200W.

UltraFast Recharging

The UltraFast feature can be enabled or disabled via the Anker app, it allows the power station to be recharged at a

maximum input power of 1,600W.

-Q-
when necessary.
- Every time you unplug the AC charging cable, the UltraFast recharging feature will automatically be disabled,

and you need to enable it in the app.

11-28V =8.2A;
28V-60V=14.5A

(600W Max)

120V~15A M( 50Hz/60Hz

- Recharging at a normal speed can best protect the battery, so we recommend using the UltraFast feature only

0s



Solar Panel Recharging

Recharge the power station by connecting the solar panel to the XT60i input port. The maximum input power is 600W.

é - Ensure that the total open-circuit voltage (Voc) of the solar panels is within 60V, and the total short-circuit

current (Isc) is within 15A.

- To avoid damaging the product, solar panels must be connected in parallel.

- For better compatibility with the power station, it is recommended to use Anker solar panels and PV connectors

(sold separately).

120V~15A Max 50Hz/60Hz

1-28V =8.2A;
28V-60V=14.5A
(600W Max)

ANKER

ANKER

Car Recharging

Recharge the power station by connecting to a car's output port with the car charging cable.

@

ANKER

120V~15A Max 50Hz/60Hz

© O]

11-28V =8.2A;
28V-60V=14.5A
(600W Max)

ol

ANKER
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Charging Your Devices

Turning On / Off the Power Station

Press the main power button for 3 seconds to turn the power station on or off. When "Battery Level" digit show on the
LCD screen, your power station is ready to charge devices.

\'I

-@- - Press the main power button once to turn the screen on. The screen will be turned off automatically after 30
~ seconds of lighting up. The auto-off time can be set in the Anker app.
- The default standby duration of the power station is 12 hours, which can be set in the Anker app.
ON
ON/OFF 3
/- .
ON X 1
AC Charging

Press the AC output button and connect your devices with the AC output ports.

The AC output ports can intelligently identify whether a plug is inserted. This helps prevent power waste by
automatically turning off the power station if no plug is detected for more than 15 minutes.

NS J\
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USB Charging

Connect your devices to USB ports.
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Car Socket Charging

Press the car socket button and connect your devices to the car socket.

@ - ....... == m@[ %% |

I ooo ooo

Uninterruptible Power Supply (UPS)

To use the UPS feature, connect your power station to a wall outlet with the provided AC charging cable, then press
the AC output button and connect your devices via the AC output ports. UPS supports 10 ms.

‘\\\
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SurgePad™
The power station supports the SurgePad™ feature for up to 2,400W AC output.

- SurgePad™ automatically turns on when the total output exceeds the rated output, allowing the power station to

deliver rated power to high-wattage devices.
- SurgePad™ does not function in bypass mode (when the power station is being charged with the AC output on).

- SurgePad™ works better with devices that generate heat, but does not support precision instruments and other

devices that have voltage protection or strict voltage requirements. To see if SurgePad™ works with your high-

wattage devices, try powering them with the power station.

00 0O 00 =] 0
0 @) ) Q

SurgePad”




Using the Anker App

\'I

9

- You can remotely control your power station using the Anker app.

- The information below may not list all of the features available on the Anker app. To ensure access to new and
improved features, download updated versions of the app as they become available.

Adding C1000X Gen 2 to the App

1. Download the Anker app from the App Store (iOS devices) or Google Play (Android devices), or by scanning the QR
code.
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2. Sign in or create an account. Please be reminded that the country or region must match where you live. An

incorrect country or region may cause the device connection to fail.

9:41 ol T ==

United States @

ANKER

Forget Password ?

@ | agree to the Terms of Service and
Privacy Notice.

Demo Sign Up
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3. Follow the in-app instructions to add C1000X Gen 2 and complete the setup.

/9:41
/ANKER

9:41 il F @m)
<

Connecting
SOLIX C1000X Gen2

Bring phone closer to device

Firmware Update

vailable. Please add
devices.

M3s

< Add Devices >

A (1) o
Home Devices Profile
9:41 all 7 (-

X
Add Successfully

Device Name

SOLIX C1000X Gen2

< Use Bluetooth Control >
Deploy Wi-Fi

o= mm -

all T =)

&

/9:41
<
Add a device

* 1device detected

SOLIX C1000X Gen2

@5_

Add manually

ko,

il F [E]\

O Refresh

@ Normal
Input

DC Input

("3 ACInput
Ultra Fast ()

Output  600W

USB Output

= S =
mnow mnow now

< % SOLIX C1000X Gen2 ©

Remaining Use Time: 2hrs

234w

234w

Connection Confirmed

Press the main power button to connect. (180s)

9:41 il -

< % SOLIX C1000X Gen2

Remaining Use Time: 2hrs

®

@ Normal 2

Input

DC Input 234w

(C'3) ACInput 234w
Ultra Fast @

Output 600W

USB Output

You will be informed once a new firmware version is detected when you connect the power station to the app. During

the update, ensure the battery level of the power station is above 5% and connected to Wi-Fi or Bluetooth.
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Setting Up

Setting the Charging / Discharging Limit

The upper charging limit and lower discharging limit of the power station can be set in the app. When recharging
the power station, once the selected upper charging limit is reached, the recharging will automatically stop. When

charging a device by power station, it will stop once the selected lower discharging limit is reached. This feature
allows the battery to improve performance.

< Z= SOLIX C1000X Gen2 ==. < Settings < Charging / Discharging Limits
"
Remaining Use Time: 2hrs . o Car Charger Output Q
| ]
Power Saving Mode @ - o
' 9 20% 90%
| ]
| ]
| ]
: 1 Smart AC Output Mode @ () @
:
| ]
' & Device Timeout ® Never >
:
| ]
. Screen Language English > Discharging Limit
"
: 20%
" 1
! -0- Screen Brightness Low > B
TOU Mode Peak > .
: :- -»
| ]
"
Estimated Savings $234 > . (3 Screen Timeout 5mins > '
. ' Charging Limit
| ]
| ]
ot . Screensaver on > ' 100%
: : (-] c——
DC Input 234 W . ( h .
| ]
. Charging / Discharging ,
Camm -90% =’
> @ Limits AR - The battery stops recharging and discharging
\. J when it reaches those corresponding limits. If
(') ACInput 234 w your Charging Limit is below 100% or your
i0Or Output Port Memory Switch @ c Discharging Limit is higher than 1%, the device
) will fully charge and discharge on occasion to
UltraFast Charging @ maintain an accurate display.
General Settings
Output  600W
2 Device Nome SOLIX Cl10... »

)

= e e = 2/ \_% Deploy Wif >/ \_ Y




Setting the Output Port Memory

The output port memory switch can be turned on or off in the app.

On: If the power station is powered off due to the low battery level, it will automatically memorize the on/off status of
AC and DC output ports before powering off. When the power station is charged to the SOC lower limit plus 10%, the
on/off status of AC and DC output ports will be restored.

Off: The power station will not automatically memorize the on/off status of AC and DC output ports.

[ om ol - e ™\

< Settings
< % SOLIX C1000X Gen2 - carcn 5
tput
U ar arger Outpu c

Remaining Use Time: 2hrs Power Saving Mode @

@ Smart AC Output Mode @ c

A Y
| ]
"
| ]
| ]
n
| ]
"
| ]
| ]
n
| ]
H & Device Timeout ® Never > Output Port Memory Switch
| ]
n
H When enabled, this function
' [ screen Language English » remembers the port's "on" status if
' the device powers off due to lower
- : battery.
H O Screen Brightness Low > If the battery is charged to 10%
H SoC above the lower discharging
TOU M Peak > H [, ;
OUIMOCE S5 . limit (default is 1%), then the port
; : . () Screen Timeout S5mins > automatically activates.
[ETEIEE Sevings SR ' If you manually turn off the device
. [ = during this recovery, the cycle
Input H Screensaver on > ' memory is cleared.
. ' If the battery fully depletes again,
1 ] L] . .
Output Port Memory Switch will
DC Input 234w ' . . . . ]
' O) thrglng / Discharging 20-90% > H reactivate.
' Limits '
1 ] "
' . N '
(3 ACInput 234w . , Got it
L '> 10Or Output Port Memory Switch @ () """ ’ _
\ y
UltraFast Charging @
General Settings
Output  600W
2 Device Name SOLIX C10... >

USB Output

=2 e o J \_Z Deploy Wifi >/

Setting the Power Mode
Standard Mode

If no other mode is selected, the default is standard mode.

- ol = - f( N\

Power Usage Scenario
< %= SOLIX C1000X Gen2 || -
Q\)

Remaining Use Time: 2hrs @
% standard Mode (]

The device prioritizes powering the load.
If your device has an AC or DC input, it
will charge simultaneously.

TOU Mode (9

When the device is connected to the grid,
set times for various electricity prices. The
device will perform the most economical
charging and discharging according to
your settings.

e

® Standard Mode >
C“am >
Input
DC Input 234w
@ AC Input 234 W

UltraFast Charging @

Output  600W

USB Output

= = (S =
mnow now mnow mnow




Time-of-Use (TOU) Mode

Set fixed time-of-use periods and use the dynamic schedule to automatically minimize costs. Distribute household
energy use according to peaks and troughs that you set.

Manually set the charge and discharge intervals to schedule energy use throughout the day. The periods are
categorized as follows:

Off-Peak: Photovoltaic power prioritizes supplying the load. Excess electricity recharges energy storage. If
photovoltaic power is insufficient, energy storage supplies power to the load until the remaining power is
approximately 80%.

Peak/Mid-Peak: Photovoltaic power prioritizes supplying the load. Excess photovoltaic power recharges energy

storage. If photovoltaic power is insufficient for the load, energy storage will discharge and power will be purchased

from the grid to meet demand.

/ 9:41 ol @ /9):41 7 EJ\ / ><\

< TOU Power
& %= SOLIX C1000X Gen2 @ < Power Usage Scenario
Remaining Use Time: 2hrs Backup Power is reserved for emergencies
while Power in Use supplies your daily needs.
@ standard Mode During outages, the device automatically

discharges until it reaches the set limit.
The device prioritizes powering the load.
If your device has an AC or DC input, it
will charge simultaneously.

@ ®
I TOU Mode (O (]
When the device is connected to the grid,
set times for various electricity prices. The O Backup power (O Power in Use

device will perform the most economical

charging and discharging according to
[ il TOU Mode Peak > } --------- | | [een e, 50% 50%

Estimated Savings $234 >
9 [ Set Now N ]. [ - »

Input

100%

1%
B L |

DC Input 234w The backup power range is subject to
charging and discharging limits.

('3 ACInput 234w
UltraFast Charging @

Output  600W

USB Output [ Next ]

e e o = J . / .

/ 9:41 P
X

< Jan-Dec

Band Settings 00

Drag the slider on the right to change
the time range

) Off-Peak 00:00-16:30 }

Add Time Periods

06
[l Peak 18:00-21:00 ¢ } I R R TR |

1 Peak

| Off-Peak 21:00-2400 : During peak hours, the system prioritizes

powering the load using Cycle Power

. within the battery. Once the Cycle Power
+ Add Period is Used out,it will switch back to grid
bypass to supply power to the device to

\_ gy, N Y,

meet the load demand.
P"c'ng s = - .- N i . b ¢
M Select Price Unit
o : -
SIS iR IR PEEEE ' 1 Mid-Peak Note: After switching the price unit, earnings
valley periods to easily calculate your [ o ; ) )
Toh - ' _ _ v will be displayed in the new unit. Please
= H During mid-peak hours, the load is only update your electricity price accordingly.
18 M supplied with grid bypass to meet the RELEE »
1 Peak : load demand, and the device will not be : $ (USD) o
: charged with grid power. N
Buy $ - /kwh ' .
1] L]
: . : £ (GBP)
I Off-Peak . K off*Peak :
' ) : '
During off-peak hours, the load is
Bu 24 H '
b Ezo (kWb ' powered through the grid while the grid ' € (EURO)
: power is simultaneously used to charge '
Next ' the device. H
. '
L] L]
1 ] 1 ]
L] L]
1 ] L]
. ]
Ad U
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FAQ

1. What is the maximum power output of the AC output ports?

The AC output ports can deliver a maximum of 2,000W rated power to connected devices.

2: What should | do when using a DC input to charge Anker SOLIX C1000X Gen 2 Portable Power Station?

1) Use Anker original wiring to achieve better charging performance. Please note that the XT60i input port supports
1V to 60V input voltage. When the input voltage is between 11V and 28V, the maximum input current is 8.2A. When the
input voltage is between 28V and 60V, the maximum input current is 14.5A, and the maximum input power is 600W.

2) When charging with multiple solar panels, ensure that each solar panel is connected in parallel, and the input

voltage is less than or equal to 60V, otherwise the power supply may be damaged.

3: Can the USB-C ports charge the power station (input only), or are they output only?
The USB-C ports support output only.

4: What should | do when AC recharging fails?

If AC recharging does not work, check if the overload protection switch is turned on. If it is on, press to reset and

then continue recharging.

C O]

11-28V =8.2A;
28V-60V=14.5A
(600W Max)

120V~15A Max 50Hz/60Hz

5: Why is the power station not working after it hasn't been used for a long time?

If the power station is stored at a low capacity for a long time, lithium batteries will self-consume power which may
lead to a quick discharge. This often leads to poor conductivity and a reduced battery lifespan that causes the
pattery not to work.

6: How should | store and maintain the power station?
To store your portable power station, please make sure that you:
1) Turn off all outputs when not in use to avoid battery power loss.
2) Store in a dry and cool area.
3) Check battery capacity each week. If the battery level is below 30%, charge to 100%.

4) If the power station will not be used for an extended period, fully charge it to 100% at least once every three

months.

15



7: Can solar charging and AC charging be performed simultaneously?

Yes. When solar and AC charging are performed at the same time, the power station prioritizes maximizing the use

of solar energy for charging, and the remaining charging capacity is supplemented by AC charging.

8: Why did USB ports shut off automatically?
To reduce power consumption and prolong the usage time, when power station detects that the USB output
power is less than TW for a long time, it will determine that your device is fully charged and turn off the USB output

automatically. To restart the output, just plug and unplug the USB cable again.

9: Why can't my device work with the power station's AC output?

Some devices require a neutral-ground bond to function properly. The power station uses a floating ground design,
so you'll need to purchase a ground neutral plug. Simply plug the ground neutral plug into one of the AC outlets on

the power station, and your device will work as expected.

Specifications

Capacity 1,024Wh

AC Input Voltage 120V~ 12A Max, 60 Hz
AC Input Power (Charging) 1,200W Max

AC Input Power (Bypass Mode) 1,800W Max

AC Input Power (UltraFast Charging) |1,600W Max

Solar Panel Input 11-28V = 8.2A ; 28V-60V = 14.5A (600W Max)

Car Charger Output 12V = 10A

AC Output Power 120V~15A120V~16.66A, 60 Hz, 2,000W Max, L+N+PE

USB-A Output 5V = 2.4A (12W Max)

USB-C 1 Output 5V = 3A (15W Max)

USB-A and USB-C1 Total 20W Max

USB-C 2 Output 5V =3A/9V=3A/15V =3A/20V =3A/ 20V = 5A/ 28V = 5A (140W Max)
USB-C 3 Output 5V =3A/9V=3A/15V =3A/20V =3A/ 20V = 5A/ 28V = 5A (140W Max)
UPS 10 ms

Discharging Temperature -4°F to 104°F / -20°C to 40°C
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Charging Temperature

32°F to 104°F / 0°C to 40°C

Size 384 x 208 x 244 mm /1512 x 8.19 x 9.61"
Net Weight N.3kg /249 1b
Appendix
Error Code
Code Problem Solution

0003 The voltage of the USB-A port is above 5.7V or Plug in the device connected to the USB-A port again,
below 3.8V. or short press the car socket button.

S The charging current for the device connected | Plug in the device connected to the 15W USB-C port
to the 15W USB-C port exceeds 3.8A. again, or short press the car socket button.

0009 Overloads or short circuits in connected devices | Disconnect, then plug in devices connected to USB-C
and cables cause the output to shut down. ports.

. Overloads or short circuits in connected devices | Disconnect, then plug in devices connected to USB-C
and cables cause the output to shut down. ports.
The voltage of the car socket is above 14.4V or

EOO14 Press the car socket button after 30 seconds.
below 10.4V.

— The charging temperature of the BMS exceeds | Stop using the power station until its temperature is
136.4°F / 58°C. below 131°F / 55°C.

0028 The charging temperature of the BMS is below | Stop using the power station until its temperature is
35.6°F/2°C above 37.4°F / 3°C.

— The discharging temperature of the BMS Stop using the power station until its temperature is
exceeds 145.4°F / 63°C. below 140°F / 60°C.

0033 The discharging temperature of the BMS is Stop using the power station until its temperature is
below -2.2°F / -19°C. above 1.4°F / -17°C.

Ensure that the power of the device connected to the

The output power of the AC port exceeds about _

E0036 A— AC output port is under 2,400W and press the AC output

’ ' button again.
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