GP Batteries ..o

model No..GIN15 A

FOR IMDUSTRIAL MARKET OMLY

NO MERCURY AND CADMIUM ADDED

Description : Mercury & Cadmium Free Alkaline
Manganese Battery, A4 Size
Chemical System : Alkaline Manganesa
Mominal Voltage : 1.5 Volts ;
Mominal Dimensions | - @14.5 mm x 50.5 mm (+) l =
Terminals : Protruded positive (+) and fiat I8 ™ 1
negative (-) contacts T
Jacket : Foil jacket
Applications : Intemiet of Things (loT), sensors, -"’:Eé;_—l E x a
hiome security products, smart ':Z';"_+ b P "2"
remote control, wirgless mouse! =
keyboard, toys, smart meters,
medical! smart healthcars,
thermometers, dispensers N J L 4
Average Weight : 23 [-}
g g g 7.0 MM
Unit - mm
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fior relerence only and should not ba wsod s 2 besis for product guarantes or wamanty.
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GP Batteries

DATA SHEET

HO MERCURY AND CADMIUM ADDED

Description

= Mercury & Cadmium Free Alkaline
Manganese Battery, AAA Size

Chemical System

: Alkaline Manganese

Hominal Voltage

2 1.5 Vaolts

Hominal Dimensions

- @10.5 mm x 44.5 mm

Terminals

: Protruded positive (+) and flat
negative (-) contacts

Jacket

: Foil jacket

Applications

: Internet of Things (loT), sensaors,
home security products, smart
remote control, wireless mouse/
keyboard, toys, smar meters,
medicall smart healthears,
themometers, dispensers

Average Weight

- 11.5g

Cross References:
GP JIS [=H

Eveready Duracell

Varta

Model No..GIN24 A

FOR INDUSTRIAL MARKET OMLY
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Unit - mm
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lor ralerainca only and should nol ke usad as & basis for product gusmnies or wamensy.
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GP Batteries ..o

MO MERCURY ADDED

Description

: Mercury & Cadmium Free Alkaline
Manganese Battery, D Size

Chemical System

: Alkalime Manganese

Mominal Voltage

- 1.5 Vaolts

Mominal Dimensions

@34 mm x 81 mm

Terminals : Protruded positive (+) and flat
negative (-} contacts
Jacket : Foil jacket

Applications

- All electronic devices, e g. fransistor
radios, cassetie recorders, toys,
alarm clocks, portable fans,
poriable hand-tools.

Shelf Life

2 10 years at 20°C in a well ventilated
area

Average Weight

1 135g

Cross References:
GP JIS IEC

134 LR20 LR=20

Typical Service Life:

Energizer Duracell Varta
Eas MM1300 4020

Discharge Discharge End Point  Service

Resistance Condition Voltage Life
2.2 Ohms 24 Hrs/ Day 0.8V 19 Hrs
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vaoltage (v

2.2 Ohmes, 24 Hourz/ Day
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howrs of services (h)

At 20°C+2°C within 30 days of manufacture

www, gpbatteries.com

model No..GP13A
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Tha infwrmation [subject fo change without prior notioa)) containgd in this
docurmant is for roferonce only and showld not be used as o basis for preduct
guararies or warmnty. For epplicabons ofher then fhose described hera,
pleasa consult your nearest GP Soles ond Marksting Offica or Distriutons.
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GP Batterie

DATA SHEET

NO MERCURY ADDED

Description : Mercury & Cadmium Frees Alkaline
Manganese Battery, C Size

Chemical System : Alkaline Manganese

HNominal Voltage 1.5 Volts

Hominal Dimensions | © @28 mm = 50 mm

Terminals : Protruded positive (+) and flat
negative (-} contacts

Jacket : Foil jacket

Applications : All electronic devices, e.g. fransistor
radios, cassete recorders, foys,
alarm clocks, lighting & ftorches,
portable fans.

Shelf Life : 10 years at 20°C in a well ventilated
area

Average Weight : Big

Cross References:
GP JIS IEC Energizer Dwracell Wara
144 LR14 LR14 E38 MM1400 4014

Typical Service Life:
Discharge

End Point  Service
Condition Violtage Life

24 Hrs/ Day 0.8V 18 Hrs

3.9 Ohms

3.9 Ohms, 24 Hours/ Day

vallage (W)

ed

o 5 Lt 15 20

howrs of servicas (h)

At 20°C+£2°C within 30 days of manufacture

www, gpbatteries,com

model No..GP14A

[+)

Z5.0MIN. - 26.0 MAX.
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Unit : mm

Tha information [subject to change without prior notica) containgd in this
documant is for roferonce only and showld not be used as o basis for product
guarantee o warmnty. For spplicotions othar than those described hera,
plaase consult your nearast GF Soles ond Marketing Office or Distritors.

Manufacturer resanas the right to altar or amend the design, model and specification without prior natica.
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Batteries

NO MERCURY AND CADMIUM ADDED

DATA SHEET

model No.GIN 1604 A -2

FOR INDUSTRIAL MARKET ONLY

Description Alkaline Manganese 9V Battery
Chemical System Alkaline Manganese Dioxide
Mominal Yoltage 9.0 Vilts
Dperating Temp. -18°C ~ 50°C, 65+20%RH Dimensions
Storage Temp. -20°C ~ 30°C, 65x20%RH ) | rh
Mominal Dimensions | Refer to drawing |
Termminal Miniature snap fasteners |
Jacket Printed metal jacket | = =
Application All electronic devices |
Mominal Weight 47g |I
Socket Stud
Cross References: lﬁ' | IJ"?'
GP JIS IEC Eveready Duracell @ ' | 5“'{
16044 G6LR61  GLEG1 522 MM 1604 1. r
f
Electrical Characteristics F
Test Test Conditions Specification (Volf). min L
ltems 2082°C Initial 1 year
ocw 0.2V 9.0
cov 1300 £ 0.5%, 0.3s B.av a.sv
= g ! Pl FriAx
Discharge Capacity b o T
. . 5 FEX; 447
Test Conditions 20£2°C, Specification (Hours), 3 12.45 1205
Test 55:20%RH MAD 3 253 26 1
ltems (EPV = End Point W s T
Voltage) Initial 1 year
G200 2ZHD
(EV=5.4V) 40.0 47.0
I700 1HD
Gerice | (EPV=5.4V) 200 1ad
e at Background 10KO
2042°C Pulse: 6200 19.5 180
24H, 1s/H (EPV=T.5V) i
il . I
25mA 29HD
[EPW=5.4V) 140 130

Tha information (subject fo change withoul prior noSice} contamad in this
documant i for refarance anly and shoukd rat be used as a basis lor product
guarantes or warraniy. For applicalions athar than those descnbad hers
plaaza consull your naarast GP Sakas and Markating Oifica or Disinbusars

* Eloraga parormancs ara aslimaiad

www.gpbatteries.com

Manufaclurer reserves tha right to alter or amend the design, madal and specification without prios notice.
Copyright@ GPI Infernational Lid. - All rights resarved
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

Section | - Product and Company Identification

Information of Product & S 5
Product Identity (used on the label) |Nickel Metal Hydride Battery

e, (RS B QAR

Information of Manufacturer L& pE(S B,

Manufacturer’s Name BLERG -4 Emergency Telephone Number B2 &5 EE L

GPI International Ltd. CHEMTREC's European Regional Toll-Free Number Wi X 52
GPI [BFEA TR A A #EEIE: +44 20 3885 0382

Address (Number, Street, City State, and ZIP Code) [Telephone Number for Information : E53fESE

i3 5351 1hs +852-24843333

7/F, Building 16W, 16 Science Park West Avenue
Hong Kong Science Park, New Territories, Hong
Kong

BN R AR E1650ET e

Date of prepared and revised : {&5] HEA
17/0ct/2023

Recommended use of chemicals: {2247 Ay S5 [ FH
N.A.

Section Il — Hazards Identification & ZE&%H|

GHS Classification: N.A. GHS 4338 (&R(EEBRAE—EREEEE)

Under normal conditions of use, the battery is hermetically sealed. If the electrolyte is leaked, hazardous material
may be released. {EIEFF MER » MR HENRY o (2R EBMBEAMEN - G HHREEWE

Human Health Effects A S {&FF %8

Inhalation The electrolyte inhalation can cause respiratory irritation. It could be possibly carcinogen.
A e N EE iR e BB B B B A T AR RS

Skin contact The electrolyte can cause skin irritation, chemical burns. Nickel compounds, cobalt and
7 & 13 cobalt compounds can cause skin sensitization and an allergic contact dermatitis.

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

BRI S 2R R el g U R L BB - ST SRR DU E st e
GRIBS ETEME R > A H T REE BB RE

Eye contact

The electrolyte leaked from the battery cell is strong alkali, can cause severe irritation and

AR B i chemical burns.

(e B EE B AR B A it - v DUEEE E RIS, S BB S
Ingestion If the battery is swallowed and opened, or the electrolyte is ingested, the electrolyte
HA irritates the mouth and the throat seriously, may lead to vomiting, nausea, hematemesis,

stomach pains and diarrhea.

YRR ML LB 2 RGNS - SREEMR R T - BRI e
MU - PIREENAERIEM: B - i - BRI -

Environmental Effects ZRES s 28
The battery cell remains in the environment. Do not throw it out into the environment.

B A E A P EER A5, > HEARE AR AR

Specific Hazards BB 2E
As previously described.

&r_Eprit

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery

Document Number: RRS0541

Revision: 32

Date of prepared: 17/0ct/2023

Section Il - Composition/Information on Ingredients

Chemical Name/Common Name CAS No. CAS SEHE %/wt S5
Va4 (B TH wt%)
Aluminum $5 7429-90-5 <2
Cobalt metal &J&54 7440-48-4 2.5-6.0
Cobalt oxide % (L 1307-96-6

Cobalt hydroxide @& {L:5h 21041-93-0

Lithium Hydroxide & & {L§# 1310-65-2 0-4
Manganese §# 7439-96-5 0-4
Lanthanum ## 7439-91-0 <13
Cerium i 7440-45-1

Neodymium £ 7440-00-8

Praseodymium £ 7440-10-0

Nickel hydroxide @437 12054-48-7 33-53
Nickel oxide %5 {L§5 1313-99-1

Nickel powder 48§55 7440-02-0

Potassium Hydroxide & & {L5H 1310-58-3 <7
Sodium Hydroxide & & {L5H 1310-73-2 0-4
Zinc metal /&5 7440-66-6 <3
Zinc oxide & (L#¥ 1314-13-2

Zinc hydroxide G& (L5 20427-58-1

Iron §% 7439-89-6 9-24
Water 7K 7732-18-5 2-5
Paper 4% / <1

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery

Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023
Chemical Name/Common Name CAS No. CAS 5EhE %/wt S
Va4t (EE wt%)
Plastic #8%l(Polypropylene B2 A% 9003-07-0/9002-88- 2-5
/Polyethylene B2 7,15/ nylon & 7 4/25038-74-8/ 25038-59-9

/Polyethylene terephthalate BEX{ K — FHEE 7,
—ESEE)

Asphalt & 8052-42-4 <1

Section IV — First-aid Measures =R

Inhalation If electrolyte leakage occurs, cover the victim in a blanket, move to the place of fresh air and
A keep quiet. Seek medical attention immediately. When dyspnea (breathing difficulty) or
asphyxia (breath-hold), give artificial respiration immediately.

RS A RO ER HIG B A —E BVERR - G2GEH LB WKEGEH
FIRTEEZE RIR © LRI FRGE » 5 G R B RS s s IR0 - T2R0%E T

ANTLE RS -
Skin Contact If electrolyte leakage occurs, remove contaminated clothes and shoes immediately. Wash
N the adherence or contact region with soap and plenty of water. Seek medical attention
immediately.

WS AR B RO R N B S8 R R el - TRV BREL A AR ATRY) » FIRE R
e B IRl it oy - W EsoR B RRGE -

Eye Contact If electrolyte leakage occurs, immediately flush eyes with water continuously for at least 15

HRHE % minutes. Seek medical attention immediately.
RS 4 BN R H B2 (5 R RS - 12EIH RER/KAERHEIRRE 15 47
8 N FOREERERGE

Ingestion If battery cell and electrolyte is ingested, do not induce vomiting or give food or drink. Seek

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery

Document Number: RRS0541

Revision: 32 Date of prepared: 17/0ct/2023

B'A

medical attention immediately.

WREABERR G > A BRI EES T RYIEER - IR ERGE -

Section V - Fire-fighting Measures J5[5FE it

Extinguishing Media
BKNE

Dry sand, chemical powder fire extinguishing medium.

FRrh > BER AR IROK A

Unusual Fire and Explosion Hazards

FESH KFAREEE

Acrid or harmful fume is emitted during fire.

HRIBMESEAE R K iR ES

Special Protective equipment and
Precautions for fire-fighters
HHFOOHEE B AVR BRI REEFE AT £
Fg

Fire fighters should wear self-contained breathing apparatus. Burning nickel
metal hydride batteries can produce toxic fumes including oxides of nickel,
cobalt, aluminum, manganese, lanthanum, cerium, neodymium, and
praseodymium.

JH B EZFROBILA G o TSRS S A G E A S AR
Bt~ gm o SR 8 B 8% SEESR(LYIVEEIES

Protective equipment written in Section VIII.

Pratak st 58/ \ oy

Section VI — Accidental Release Measures Z4ME AT FE

Personal Precautions

{[EPNDIEL

Forbid unauthorized person to enter. Remove leaked materials with

protective equipment written in Section VIII.

CIRE| 02 UN= VNG Y-Skl = 0s 4 vy D ok ) 2 AU AN s

Environmental precautions

Do not throw out into the environment.

R NREE R ETFEAARIE P
Containment and Clean Up Dilute the leaked electrolyte with water and neutralize with diluted sulfuric
TSN E acid. The leaked solid is moved to a container. The leaked place is fully

flushed with water.

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

7KW BV AR > FTHRMIRER TP - MENEREER 2 HHANE
g o MRS AR Z A AL -

Section VIl - Handling and Storage

Handling
B

Prevention of user exposure: Not necessary under normal use.

{8 g - AEIEE M AR

Prevention of fire and explosion: Not necessary under normal use.

K KLU BNERIE S © AR5 (A a2

Precaution for safe handling: Do not damage or remove the external tube.

FREHIS A HElE © N BRI B MY E e

Specific safe handling advice: Never throw out cells in a fire or expose to high temperatures. Do not

soak cells in water and seawater. Do not expose to strong oxidizers. Do not give a strong mechanical

shock or throw down. Never disassemble, modify or deform. Do not connect the positive terminal to

the negative terminal with electrically conductive material. In the case of charging, use only dedicated

charger or charge according to the conditions specified by GP Batteries.

Rl e B AR AR AT LU SR T - AR EAMRIEAEKEE K - A

Eir A R B AL TR AL EHVERIE T - AN IR T = o FE AR R ol 1 > A AR A
TTiERE Y - AU EaM - TR - HEMH GP ATy M ss s E B A

Storage

(=2

Storage conditions (suitable to be avoided): Avoid direct sunlight, high temperature, high humidity.
The cells and batteries shall not be stored in high temperature ,the maximum temperature allowed is
60°C for a short period during the shipment. Otherwise the cells maybe leakage and can result in
shortened cycle life.

FEERIE - B BRI HRE - =08 - SR - B REFEIE s RIRE T - (R A
B = Ry 60RRINE » AT (7t - B AT A BRI 0 1 B R BR 35 i el
Incompatible products: Conductive materials, water, seawater, strong oxidizers and strong acids

Packing material (recommended, not suitable): insulated and tear-proof materials are recommended.

Remark: “N.A.” is indicated if not applicable.

Member

Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

ARE—HEREFHYE D - HEMRL ~ K K mE(LR - 8RR
BESFTRIATRE s+ 48430 R #sayiokt

Section VIII — Exposure Controls/Personal Protection FEEIEEII A BirE

Engineering Control T fZ#24]

No engineering measure is necessary during normal use. If internal cell materials are leaked, the information below

will be useful.

FEIEF EREN MR TR - REAAANEA IS - DU N E et 2 -

Exposure Control Limit SE &R

Common Chemical Name / OSHA PEL ACGIH TLV

General Name

{LEYE=2

Aluminum metal (as Al) TWA 15 mg/m?3 (total) -

@ TWA 5 mg/m3 (resp)

Cobalt metal (As Co) TWA 0.1 mg/m?3 TWA 0.02 mg/m3

B

Lithium Hydroxide - -

it ot

Manganese compounds (Celling) 5 mg/m3 TWA 0.02 mg/m?3 (resp.)

(as Mn) §&1E7)

Nickel, metal and insoluble (as Ni) TWA 1 mg/m3 Elemental JCZE & =: 1.5mg/m3

compounds (IHL);

7 (BB AEY) Insoluble inorganic compounds
RNIEATEY): 0.2mg/m? (IHL)

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

Potassium Hydroxide - -
el
Sodium Hydroxide 2 mg/m3 TWA (Celling) 2 mg/m?3
AL
Zinc oxide Respirable fraction:IF-0k f5{E |Respirable fraction: Ik fE{E
S E 5 mg/m3 2 mg/m3

TWA — Time Weighted Average BF[E]NIFEEIEE

ACGIH TLV: American Conference of Governmental Industrial Hygienists Threshold Limit Value EREUN T E &4 B F @0
ROt mEEE
OSHA PEL: Occupational Safety & Health Administration Permissible Exposure Limit J&2 % 2R E T TR B RE

Personal protective equipment {[& A\ [52E5% 5

Respiratory protection: Protective mask MR Z5%(F5 [ =

Hand protection: Protective gloves F-[/j3& : [jiEF&

Eye protection: Protective glasses designed to protect against liquid splashes
HREFRTEE ¢ B RGO &R 857

Skin and body protection: Working clothes with long sleeve and long trousers

Fe s R S iahfiag - Reui ey TOER

Section IX — Physical and Chemical Properties ¥/ E{-EME

Appearance 4MNEH Odor &5k

Solid, Cylindrical Shape, Metallic color Odorless 4t

Efg - B - ¢@emn Odor Threshold ERFEME  N.A.

pH Melting point/freezing point JA%E/ 5¢[E 25
N.A. N.A.

Initial boiling point and boiling range Flash point F{%5

ARGl L R S L i N.A.

N.A.

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery

Document Number: RRS0541

Revision: 32 Date of prepared: 17/0ct/2023

Evaporation rate Z& &%
N.A.

Flammability (solid, gas) T ¥AM: ([EIRE - /)
N.A.

Upper/lower flammability or explosive limit

HNA_EFREE TR DURORFFAER

N.A.
Vapor pressure ZX5BR Vapor density RAEZ[E
N.A. N.A.
Relative density fH¥$[ 22 & Solubility JSEERE
N.A. Insoluble in water ‘N T7KHH

Partition coefficient: n-octanol/water 43 B (48 Auto-ignition temperature E¥REE

(IE3RE/7K) N.A.
N.A.
Decomposition temperature &5 & Viscosity #4[E
N.A. N.A.

Section X — Stability and Reactivity

Stability 18 &4

Stable under normal use fEIE & i HHEE

Possibility of hazardous reactions

HREF RS E

By misuse of a battery cell or the like, oxygen or hydrogen accumulates in the
cell and the internal pressure rises. These gases may be emitted through the
gas release vent. When fire is near, these gases may take fire.

When a battery cell is heated strongly by the surrounding fire, acrid or
harmful fume may be emitted.

WIERAIEE FERENE - §EHERN SR B AR EHA
BE BT SRAG S i R BRIk > BT EETRS - &5 R
BRIAEE o BRI RIZUNRE - SE BRI MR FHY R AS R

Conditions to avoid

Direct sunlight, high temperature and high humidity

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery

Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023
FReHEL HPEEHRE - SR~ SR

Materials to avoid Conductive materials, water, seawater, strong oxidizers and strong acids
Esiazaty up s AL ~ K~ K~ TRE(LA ~ TRl

Hazardous decomposition products |Acrid or harmful fume is emitted during fire.

SRR A EEY) FERREE P E A A A R A = R

Section XI — Toxicological Information FHHE(Z &

There is no toxicity data for Nickel Metal Hydride Battery. Under normal conditions of use, the battery is non-toxic.

AR SRS EMAEHEEEN - EIEEFERRET - R o

Section XIl — Ecological Information EF@E@{%‘E\

Persistence/degradability : 548 MR a] R
Since a battery cell and the internal materials remain in the environment, do not bury or throw out into the

environment. FAEEM DL R SR RHI ARG FEERIR TR > RNEEEFE DL S 3 ek @Rt B K H 28R

Section XIll — Disposal Considerations i3 57E

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
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Recommended methods for safe and environmentally preferred disposal : 255 {5 I EEIREE K AR k4
Product (waste from residues) EE5n (FREEREEY))

Do not throw out a used battery cell. Recycle it through the recycling company.

A EEZFCEHARYEN - JER HE AR R A E]

Contaminated packaging A5 ZuiVasE
Neither a container nor packing is contaminated during normal use. When internal materials leaked from a battery

cell contaminates them, dispose them as industrial wastes subject to special control.
FIEEHEA T A HIREEE D R E R e HIRSN5I0TE N o & BRI R 5 a5 75 85
AR S RS B R TE B LR e T

Section XIV — Transport Information &g & =1

Regulatory Body {&&f51 5 Special Provisions & 52 (&5

ADR 295 -304, 598

IMO UN 3496 SP117 and SP963

UN UN 3496

Us DOT 49 CFR 172, 102 Provision 130

IATA A199
Form of UN No. |UN Proper Transport Packing Environmental|Guidance Special
Transportation Shipping Name |Hazard Class |Group Hazards BE5% |Transportin |Precaution
i UN Egafl | EREES |Number |52 bulk F#ifs | REAEER

& B AR 51

Sea 3496 BATTERIES, 9 - No According to |SP117 &

Remark: “N.A.” is indicated if not applicable.

Member

Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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Ve NICKEL-METAL ANNEX Il of |SP963
HYDRIDE MARPOL
73/78 and the
IBC Code

a) In general, all batteries in all forms of transportation (ground, air, or ocean) must be packaged in a safe and
responsible manner. Regulatory concerns from all agencies for safe packaging require that batteries be packaged
in a manner that prevents short circuits and be contained in “strong outer packaging” that prevents spillage of
contents. All original packaging for GP nickel metal hydride batteries has been designed to be compliant with these

regulatory concerns.

—fiaE > FTAEMERTA B AR T Oz MoRZ el - HRT2BHIEE > 22k
DR O B Y RS R DA B B A MR RS - B R prat e o B DU B A B ARERER © FRAHY GP 8R4
B e R E AR E T -

GP nickel metal hydride batteries (sometimes referred to as “Dry cell” batteries) are not defined as dangerous
goods under the IATA Dangerous Goods Regulations 64" edition 2023, ICAO Technical Instructions and the U.S.
hazardous materials regulations (49 CFR). These batteries are not subject to the dangerous goods regulations as
they are compliant with the requirements contained in the following special provisions.
TEERPR Z2 i iy e (IATA) b SV O125 64 ki (2023) -~ EFRERFATETE S (ICAO) IR GI LA K =B kAt
BB RG] (49CFR) HUBLE E T GP sREEM (thalfElF “sz@it” ) BAMERGREY) - Sttt 1A
FERSTHBIRTRFERE TS N A YIAERRE ST -
In addition, the IATA Dangerous Goods Regulations and ICAO Technical Instructions require the words “not
restricted” and the Special Provision number A199 be provided on the air waybill, when an air waybill is issued.
PRIELZ N - BRFR 22 L e (IATA) & b E V5 ORI R R ATVE P 5 (ICAO) IR o i IFg Bk “REFRET™ [
T RS R ARG A199 (S=EER)S ) - FEAAEEE A ETH

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.
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b) International Maritime Organization (IMO) IMDG Code regulated these products as UN 3496 BATTERIES, NICKEL
METAL HYDRIDE, class 9 dangerous goods with Special Provision 117 and 963 assigned

(B8] 5% g = 4 8k [ P A B SR LS AR5 B © UN 3496 BATTERIES, NICKEL METAL HYDRIDE » fEFF7R (&I
117 1963 §1 556 LG

SP117
Only regulated when transported by sea.
SP963
Nickel-metal hydride button cells or nickel-metal hydride cells or batteries packed with or contained in equipment
are not subject to the provisions of this Code.
TEs% P RISRSARINERN - SR BRI B B AH A <2 R R iR 1 B B
All other nickel-metal hydride cells or batteries shall be securely packed and protected from short circuit. They are
not subject to other provisions of this Code provided that they are loaded in a cargo transport unit in a total
quantity of less than 100 Kg gross mass. When loaded in a cargo transport unit in a total quantity of 100 Kg gross
mass or more, they are not subject to other provisions of this Code except those of 5.4.1, 5.4.3 and column (16) of
the dangerous good list in Chapter 3.2.
HoAth SR BRI ERZ e st B e DA S A A g - A A g B _E /DY 100kg Bl A <2 HA BRI 22 41
FrEH o & St S B A, 100kg 48R - ELIFREITAY 5.4.1 71 5.4.3 HYE 16 (iREARGhR &Y
The requirements of these sections are: EL.J2ZE5K
(1) Dangerous goods transport documentation to accompany the shipment,
fG b S A A S
(2) The shipment must be described as "UN3496, BATTERIES, NICKEL-METAL HYDRIDE, CLASS 9" on the shipper's
declaration for dangerous goods.
EEG LS A B “UN3496, BATTERIES, NICKEL-METAL HYDRIDE, CLASS 9”7
(3) The dangerous goods description must also be entered on the Dangerous Cargo Manifest and/or the detailed
stowage plan in compliance with the IMDG Code requirements for shipboard documentation.
s b B8 AR R A A L 73 B R B S R A B IS B P R A B R P R E R A e T

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.



Page 14 of 14

GP Batteries

Safety Data Sheet for Nickel Metal Hydride Battery
Document Number: RRS0541 Revision: 32 Date of prepared: 17/0ct/2023

Section XV — Regulatory Information SHZ &R

Special requirement be according to the local regulations.

RS A SRR A AU

Section XVI — Other Information EA1 &R

The data in this Material Safety Data Sheet relates only to the specific material designated herein.

AL R B S T YR S A SR E A -

Remark: “N.A.” is indicated if not applicable.

Member
Gold Peak Group

Manufacturer reserves the right to alter or amend the design, model and specification without prior notice.



