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DI200-2

* Lightweight aluminum construction
5I h * Twist-Proof® Alflo® rung joint

LOAD CAPACITY * Strong locks and feet
Type 2 Duty Rating ]
Combined Weight of User and Materials * Deep rungs for standing

¢ Safe wide base

Traction Cap™ endcaps ¢ Traction Cap™ endcaps

Interlocking side rails \{ SPECIFICATIONS

L}
LA a Max. Safe  Max. Open Approx. Reach Approx.
|| Model Size Working Extended Closed Height Shipping
Rope and pulley system i No. (ft)  Height(ft) Length(ft) Length (ft) (ft) Weight (Ibs)
v | D1216-2* 16 13 13 8 15 22
A ;
: i D12202 20 17 17 10 19 27
\: I, D1224-2 24 21 21 12 23 33.5
‘ D1228-2 28 25 25 14 27 43
D1232-2 32 29 29 16 31 54
Continuous braided D1236-2 36 32 32 18 34 62.5
polyester rope
D1240-2 40 35 35 20 37 73.5

*Note: D1216-2 is not equipped with rope and pulley

Spring loaded locks

Rails: 3in. Rung: 1-3/4in.
Flange: lin. Fly Width: 15-1/4in.

Slip-resistant
Traction-Tred® D-rungs

Exclusive Alflo®
rung joint means

TwistProor” m m
performance
MANUFACTURER CERTIFIES MANUFACTURER CERTIFIES
CONFORMANCE TO CONFORMANCE TO
STANDARDS APPLICABLE STANDARDS

Dual action feet
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