
Infinity enclosures prove that less 

is more. The quarter-inch thick 

glass feaures polished edges for 

a beautiful balance of elegance 

and performance.

Single Swing
A0041
A0071
A0081

the INFINITY SINGLE SWING
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INFINITY SINGLE SWING

Features
•	 Infinity 1/4” single swing door 
•	 6” Euro-style through-the-glass pull handle
•	 1/4” (6.5 mm) thick tempered glass available in two options
•	 Continuous hinge provides stability & door swings outward
•	 Anodized aluminum hardware prevents rusting or corrosion
•	 Door is reversible for left or right installation
•	 1” adjustability for opening width range

 1/4” Glass Options
•	 Clear (CL)
•	 AquaGlideXP Clear (XP)

Finish Options
•	 Silver (SV)
•	 Brushed Nickel (BN)
•	 Oil Rubbed Bronze (OR)

Model
•	 A0041-1 27” - 28”  659/16” 
•	 A0041-6 32” - 33”  659/16” 
•	 A0041-7 33” - 34”  659/16” 

•	 A0071-1 27” - 28”  72” 
•	 A0071-6 32” - 33”  72” 
•	 A0071-7 33” - 34”  72” 

•	 A0081-1 27” - 28”  76” 
•	 A0081-6 32” - 33”  76” 
•	 A0081-7 33” - 34”  76” 
*measurements after walls are finished.

Installation Notes
Install this product according to the installation guide.

Applicable Codes/Standards 
Specified model meets or exceeds the following:
•	 ASTM C1464-06 and ASTM C1048
•	 Safety criteria CPSC16 CRF 1201 categories                            

1 & 2 and ANSIZ97.1
•	 SGCC Certification required.

www.bascoshowerdoor.com
A0041-A0071-A0081Specs.pdf
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Unit Width
(See Chart)
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 33 1/8" 

 6.00" 

16 CFR 1201 II
ANSI Z97.1-20XX
## UA SGCC XXXX  1 13/16" 

 1/4" Glass 

NOTES
1. MEETS OR EXCEEDS
ASTM C1464-06 AND ASTM C1048
2. SAFETY CRITERIA
CPSC 16 CFR 1201
CATEGORIES 1 & 2
AND ANSI Z97.1
3. SGCC CERTIFICATION REQUIRED

1400/1700/1800
Continuous Hinge Semi-Frameless Door

A0041
A0071
A0081
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16 CFR 1201 II
ANSI Z97.1-20XX
## UA SGCC XXXX  1-13/16" 

 1/4" Glass 

NOTES
1. MEETS OR EXCEEDS
ASTM C1464-06 AND ASTM C1048
2. SAFETY CRITERIA
CPSC 16 CFR 1201
CATEGORIES 1 & 2
AND ANSI Z97.1
3. SGCC CERTIFICATION REQUIRED

1400/1700/1800BN ORSV

Unit Width
(Opening Size*)

Unit
Height


