
CORRUGATED STAINLESS STEEL
WATER HEATER

CONECTOR PARA
CALENTADOR DE AGUA
DE ACERO INOXIDABLE CORRUGADO

CONNECTOR

-Stainless steel pipe with durable epoxy coating

-Hot and Cold color coded connectors

-3/4” Female pipe thread

-Installs directly to water heater

-Tubo de acero inoxidable con revestimiento epoxi duradero

-Conectores codificados por colores fríos y calientes

-Hilo de tubería hembra de 3/4 "

-Se instala directamente en el calentador de agua

Certified to:
NSF/ANSI 372

Made in China / Hecho en China

Part#

28839 Industry Drive
Valencia, CA 91355
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CAUTION:

Installation Tips:

-For use with water only in exposed 
locations
-Not for use with radiant heating, chillers 
or AC units
-Do not use pipe dope on threads
-Not for use with gas
-Solo para uso con agua
-No se use para calefacción radiante, 
frigoríficos o unidades de aire acondicionado
-No se utilice para gas

-Make sure rubber gaskets are inserted 
at the bottom on each nut

-Tighten nuts by hand, then with a 
wrench for an additional quarter turn

-Connect Red to hot water inlet and 
Blue to cold water inlet

-Turn on water and check for leaks
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WARNING: This product can 
expose you to trace amounts of 
Lead which is known to to the 
State of California to cause 
cancer and reproductive toxicity.
For more information go to
www.P65Warnings.ca.gov

661.257.3923


