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Place the 12 parts "10" and 6 parts "10B" on the top of the part "7A-7B" andtighten 
with 84 screws "F".
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Attach the 14 parts "11" to the corner of the columns with 28 screws “B”, 
14 screws “G” and 14 screws ”F”.
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Place the 3 parts “PE3”, 10 parts “PE4”, 1 part “PE5”, 1 part “PE6”and 
1 part “PE7”on the top of the frame in the order of the assembly drawing and 
tighten with 120 screws “J” and 120 screws washers “K”. 
Notice: The iron sheet must be placed in the same position as shown in the 
assembly drawing.
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Similarly, place the 3 parts “PE3”,10 parts “PE4”, 1 part “PE5”, 1 part “PE6” 
and 1 part “PE7” on the top of the frame in the order of the assembly drawing and 
tighten with 240 screws “J” and 240 screws washers “K”.



STEP13

M10 X2

M9 X2

J X12X12 K

M10

M9

M9

M10

J

K

Place the 2 parts “M9” and 2 parts “M10” on the sides of the frame and secure 
with 12 screws “J” and 12 screws washers “K” .
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Place 2 parts "M11", 4 parts "M11A" and 2 parts “M11B” on the remaining sides 
and secure with 10 screws "J" and 10 screws washers "K".
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Insert the parts “I” into the hole of the parts “H” to make the product stronger.



Enjoy your products!


