
Assembly Instructions
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Parts List
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Hardware List
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8,0 x 30mm

6x

1x

6x

25x

8x

14x

2x

5,5 x 28mm

Screw

Screw

Screw

Cam Lock

Screw

Puller

4,0 x 40mm

4,0 x 30mm

14 x 14mm

3,0 x 12mm

96 x 40mm
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0

0

0

0

0

0

Philips head screwdriver required for assembly

The hardware quantities listed above are required for proper assembly

(not included)

Some extra hardware may also have been included
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Step 2 Insert Cam Lock I (x6) into parts (8),(9).

Step 1 Insert wood dowel A (x25) into parts (1),(2),(3),(4),(5),(6).
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Step 4

Step 3 Insert Cam lock D (x3) into parts (1),(7).
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Insert screw B (x3) into parts (1),(4),(7).
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Step 5

Step 6

Insert screw C (x3) into parts (6),(7).
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Insert screw B (x1), C (x3) Cam lock D (x3) into parts (6),(8).
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Step 7

Insert Nail H (x18) into parts (12),(13).
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Step 8

Insert screw B (x4) into parts (5).
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Step 9

Step 10

                                                              (2x)

Final Assembly

E

Insert screw C (x8) into parts (2),(3),(9),(10),(11).
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Use screw E (x2) to attach Puller F (x1) to the drawers.
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