




BUTT-JOINTS

You will need 4 clips for 
each butt joint. Remove 
the legs of the EDGE 
Clips so that they can 
sit side-by-side on the 
double joists.

REPLACING DECK BOARDS
Back out all of the screws 
from the joist on both sides 
of the board.

Count the number of clips needed 
and snap o�  the legs on each EDGE 
Clip, if using.

4

Slide the clips (screws and 
gussets) down the groove, 
positioning one over each 
joist on both sides of the 
board.

5 Fasten clips securely in place using 
the NEVER-MISS® Guide.
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ALWAYS INSTALL A DOUBLE JOIST AT THE BUTT JOINTS.
Use a separate clip to secure each board end. Please follow your deck board 
manufacturer’s instructions for end-to-end board gapping distance to allow for 
expansion and contraction at this joint.
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Place the next board up 
against the clips then 
fasten the screws. 

2Place 4 clips centered on 
joist on both sides of the 
boards. 

1

With boards positioned 
correctly, place the clips 
in the groove, centered on 
joists on both sides of the 
boards. Partially fasten the 
screws to hold them in place 
until next board is set, then 
fully fasten the screws.
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SPECIAL CASES

1 Pull up on the board to 
easily remove it.

2

Clean away any clips remain-
ing on the joists and lay the 
new deck board in position 
without any clips in place.
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EDGE CLIPS

WEDGE & WEDGEMETAL CLIPS

4 CLIPS 
ARE NEEDED 

FOR EACH 
BUTT JOINT.



FOR MORE 
INFORMATION

• Speeds up grooved deck installs—locks-in                                  
 rows of boards and clips before fastening

• Strong enough to straighten any warped board

• Easily adjusts to wood and metal joists 1-½–3 in. wide               
for jobsite versatility

• Multi-directional lever locks in one turn

LEVER®

BOARD BENDING AND LOCKING TOOL

BLOCK®

THE BETTER FLOATING FOUNDATION

•  Lightweight - 18x lighter than cement footings - each BLOCK 
only weighs 2.16lbs.

•  Load rated to support 1800 lbs, making them stronger than 
cement footings

•  Made from recycled material and can be recycled when it’s at the 
end of its life

•  Comes with a 30-year warranty, will not chip, crack, or corrode, 
and is vented to prevent water build-up, rot, and mold.

•  Easy to install and transport 

• Install grooved decking up to 5X faster

• For use with CAMO Universal Deck Clips on                                  
 leading grooved deck boards

• Attaches to your drill, features an adjustable handle,                      
 and has a weighted nose for easy screw targeting

• Ergonomically designed to be easy on the body                            
 and reduce fatigue on the job

• CAMO Universal Deck Clips and the ClipDRIVE                          
 are backed by a CAMO Warranty

CLIPDRIVE ™

CAMO® HELPS YOU 
BUILD BETTER.

STAND UP FASTENING TOOL FOR CAMO® 
UNIVERSAL DECK CLIPS

JOIST + LEDGER

DECK TAPE
• Self Adhesive butyl tape creates a waterproof                        
 membrane to protect wood deck framing

• Self seals around fasteners, blocking the                                       
 pathway of water into wood    

• Extends the life of your deck

• Securely bonds to wood framing

• One roll covers approximately 75 square feet of deck framing.
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