
CARBON MONOXIDE 
AUTO-SHUTOFF

GASOLINE OR PROPANE

What You NeedInside the box

Specifications

START TYPE

VOLTAGE (V) AC [DC]

ENGINE SIZE (cc)

FUEL TYPE

GASOLINE CAPACITY (gal.)

OIL TYPE

OIL CAPACITY (fl. oz./mL)

LOW OIL SHUT-OFF

EMISSIONS

Recoil

120 [12]

80

Gasoline or Propane

1.05

10W-30

13.5/400

Yes

EPA III

Receptacles

GENERATOR

PROPANE HOSE 2.3 FT.

OPERATOR’S MANUAL

OIL FUNNEL

ENGINE OIL

SPARK PLUG WRENCH

OIL INCLUDED

10W-30

RUN TIME
11.5 hrs.

RUN TIME
25 hrs.

NOISE LEVEL
53 dBA

2500
STARTING WATTS
Propane: 2500

1850
RUNNING WATTS
Propane: 1665

EZ START DIAL
Confusion free ENGINE START-UP

ULTRA QUIET
LOW NOISE – high performance

LIGHTWEIGHT
Compact design weighs 
LESS THAN 44 LB.

15.4 AMP
120V, 5-20R

Parallel
12 V DC
Regulated

Automotive

DUAL PORT USB 
ADAPTER

5-MODE display

UPC 817198028743Model 201530 Warranty 3 Years

*Specifications, descriptions and illustrations are subject to change without notice.

PACKAGE (gross)
Weight: 52.5 lb.
Size: 19.5 x 14 x 20.5 in.

PRODUCT (net)
Weight: 43.2 lb.
Size: 17.6 x 12.8 x 18.1 in.

INVERTER
GENERATOR

CHAMPION POWER EQUIPMENT, INC.
www.championpowerequipment.com

Runs on GASOLINE or PROPANE


