
Accessories:  To purchase Bosch accessories, cleaners & parts please visit www.bosch-home.com/us/store or call 1-800-944-2904 (Mon to Fri 5 am to 6 pm PST, Sat 6 am to 3 pm PST).

Notes:  All height, width and depth dimensions are shown in inches. BSH reserves the absolute and unrestricted right to change product materials and speci�cations, at any time, without 
notice. Consult the product’s installation instructions for �nal dimensional data and other details prior to making cutout.

Warranties:  Please see Use & Care manual or Bosch website for statement of limited warranty.
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Installation Details

30" Industrial Style Dual Fuel Range
800 Series – Stainless Steel HDS8055U
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Grounded Outlet
Gas Supply Line

minimum 18" (457 mm) 
minimum 30" (762 mm) clearance 
between the top of the cooking surface 
and the bottom of the unprotected wood 
or metal cabinet 
30": minimum 30" (762 mm)
36": minimum 36" (914 mm) 
minimum 25" (635 mm) 
maximum 13" (330 mm) 
30": minimum 30" (762 mm)
36": minimum 36" (914 mm)
Zero clearance between adjacent 
combustible construction below the 
countertop surface and sides of the 
appliance. 
35"6/16 - 36"10/16 (898 - 930 mm) 
11" (279 mm) 
7" (178 mm) 
6" (150 mm) 
11" (279 mm) 

Minimum clearance of >= 12" (305 mm) 
on one and >= 28" (711 mm) on the other 
side from cutout to side walls.




