GHAMPION

POWER EQUIPMENT

POWERING YOUR life.

4000 3000

STARTING WATTS
Propane: 4000

RUNNING WATTS
Propane: 2700

RUN TIME

RUN TIME NOISE LEVEL
10 hrs. 0@

25 hrs. 64 dBA

EZ START DIAL
Confusion free ENGINE START-UP

@ ULTRA QUIET

w LOW NOISE - high performance

LIGHTWEIGHT

Compact design weighs LESS THAN 52 LB.

Power an RV AIR CONDITIONER

COVERED OUTLETS

PROTECT outlets from the elements

PARALLEL READY

Link 2 units for INCREASED POWER
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Q 12V DC Parallel
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Q, Specifications

START TYPE Recoil

VOLTAGE (V) AC [DC] 120 [12]

ENGINE SIZE (cc) 149

FUEL TYPE Gasoline

GASOLINE CAPACITY (gal)  1.54

OIL TYPE 10W-30

OIL CAPACITY (fl. 0z./mL)  16.9/500

LOW OIL SHUT-OFF Yes

EMISSIONS EPA I

@ *Specifications, descriptions and illustrations are subject to change without notice.

PRODUCT (net)
ﬁ Weight: 51.8 Ib.
Size: 17.9x 11.7 x 19.7 in.

PACKAGE (gross)
- Weight: 56.2 Ib.
Size: 20.1 x 14 x 20.7 in.

INVERTER
GENERATOR

Model 201050

UPC 817198027814

A DURLE e

Runs on GASOLINE or PROPANE

1(x) Warranty 3 Years

P

Our 4000-watt inverter is one of the lightest in the industry and features CO Shield® carbon
monoxide auto shutoff system. The Dual Fuel feature allows the 149cc engine to run on
gasoline or propane. Enjoy the quiet 64 dBA for up to 10 hours on gasoline or up to 25 hours
with a 20-1b propane tank and increase your power with the optional Parallel Kit.

[l « Inside the box

GENERATOR OIL FUNNEL
PROPANE HOSE 2.3 FT. ENGINE OIL
OPERATOR’S MANUAL

&\ What You Need

GASOLINE

CHAMPION POWER EQUIPMENT, INC.
www.championpowerequipment.com



