MANUAL FOR LIGHT GAUGE PANELS PASTING

MATERIALS AND TOOLS
1. PVC panels of series "Budget" thick of 0,3mm (0,012 inch); "Standard" thick of 0,4 mm
(0,016 inch); "Premium" / "Panel picture" thick of 0,6mm (0,024 inch).
2. Multipurpose edge length of 0,9 m (35,43 inch) or edge for the "Panel picture" length of
0,75 m (29,53 inch)
3. Glue on polymer alcohol based.
4, Painter's tape
5. Scissors
6. Level, ruler.

STAGES OF WORK

1.Walls must be cleaned of old build-up, dirt and dust. Surface of the wall must be primed. For
pasting panels thick of 0.6 mm, ideally a smooth surface of the wall is required, and for panels
thick of 0.3 mmand 0.4 mm thisis not required.

2. When mounting panels of 0.3 mm and 0.4 mm, simulating brickwork, it is necessary to cut
the first sheet in a strait line in the beginning. The second range of panels of the above-
mentioned designs, must be turned through180 degrees to align the pattern. For panels 0.6
mm thisis not necessary.

3. Use the building level when mounting the first range of panels (Figure 1). The pasting of
panels thick of 0.3 mm or 0.4 mm is made overlapping the edge of one panel to the other. The
mounting panels thick of 0.6 mm isdone by the "joint to joint" method.
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4. Apply glue to the projecting parts of the back of the panels along the entire perimeter. On
the remaining projecting parts of the panels, the glue is applied point wise in chessboard
manner. After applying glue, the panel is glued to the wall. The projecting excesses of the glue
areremoved (Figure 2).

5.To prevent "slipping"” of the panels during mounting, we recommend fix them temporarily
with painttape onthewall.

6. When working on mounting panels, it is necessary to use a decorative starting element-
multipurpose edge. Choose the appropriate edge for the size and color of the panels you
selected and use it to decorate the perimeter of the wall surface to be glued or to decorate the
innerand outer corners of the wall (Figure 3).
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