
OWNER’S MANUAL AND SAFETY INSTRUCTIONS

CERAMIC FIRE LOG SET
ITEM #  95053

SAVE THIS MANUAL. KEEP THIS MANUAL FOR SAFETY WARNINGS, PRECAUTIONS, ASSEMBLY, 
OPERATION, INSPECTION, MAINTENANCE AND CLEANING PROCEDURES. WRITE THE PRODUCT’S 

SERIAL NUMBER ON THE BACK OF THE MANUAL, OR THE MONTH AND YEAR OF PURCHASE IF 
PRODUCT HAS NO SERIAL NUMBER

FOR QUESTIONS, PLEASE CALL CUSTOMER SERVICE: 909.628.4900



SAFETY INFORMATION

Read all safety warnings and instructions. Failure to follow the warnings and instructions may result in injury and/or 
property damage. Save all warnings and instructions for future reference. 

The warning and safety instructions in this manual are not meant to cover all possible conditions and situations that 
may occur. Common sense, caution and care must be exercised when operating or cleaning tools and equipment. Always 
contact your dealer, distributor, service agent or manufacturer about problems or conditions you do not understand 
before operating the product. 
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These ceramic skulls are heat-resistant when used with standard gas fireplaces and under non-extreme heat conditions. 
Wet ceramics should never be placed on a fire; allow them to dry completely before burning. Though rare, wet ceramics 
could crack or pop out when they become hot. After several burns, the ceramics may develop a residue or discoloration 
from charring. 

Prop 65 Warning: Combustion byproducts produced when using this product contains chemicals known to the state 
of California to cause cancer, birth defects or other reproductive harm. Handling the material on this product exposes 
you to lead, a chemical known to the state of California to cause cancer, birth defects or other reproductive harm (wash 
hands after handling this product). For more information go to this website www.P65warnings.ca.gov.

Great for all types of fireplaces propane fireplace, gas fireplaces, vented/vent-free fireplaces, natural gas, gel, standard 
fire pits, electric fireplaces, etc.

Minor carbon deposits resulting from combustion is natural and adds to the realistic appearance of the set. If carbon 
becomes excessive it can be lightly brushed or vacuumed away.

SAVE THESE WARNINGS.

DO NOT COVER OR CLOG GAS ORIFICES. THIS WILL CAUSE INCOMPLTETE COMBUSTION AND THEREFORE SOOT. 

Ceramic skull logs should be keep at least 2 to 4 inches above of the gas orifices. Especially do not cover the ignition 
hole, also no obstacle (logs, particles, etc) between the ignition fire hole and ignition needle.

Do not store or use gasoline or other flammable vapors and liquids in the vicinity of this or any other appliance.

If You Smell Gas:

• Do not try to light any appliance.

• Do not tough any electrical switch.

• Do not use any phone in your building.

• Immediately call your gas supplier from a neighbor’s phone, follow the gas supplier’s instructions.

• If you cannot reach your gas supplier, call the fire department.

SAFETY WARNINGS
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SAFETY INFORMATION
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SAVE THESE WARNINGS.

OF NOTE
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PLEASE READ THE FOLLOWING CAREFULLY
THE MANUFACTURER AND/OR DISTRIBUTOR HAS PROVIDED THE PARTS LIST AND ASSEMBLY 
DIAGRAM IN THIS MANUAL AS A REFERENCE TOOL ONLY. NEITHER THE MANUFACTURER OR 
DISTRIBUTOR MAKES ANY REPRESENTATION OR WARRANTY OF ANY KIND TO THE BUYER THAT HE 
OR SHE IS QUALIFIED TO MAKE ANY REPAIRS TO THE PRODUCT, OR THAT HE OR SHE IS QUALIFIED 
TO REPLACE ANY PARTS OF THE PRODUCT. IN FACT, THE MANUFACTURER AND/OR DISTRIBUTOR 
EXPRESSLY STATES THAT ALL REPAIRS AND PARTS REPLACEMENTS SHOULD BE UNDERTAKEN 
BY CERTIFIED AND LICENSED TECHNICIANS, AND NOT BY THE BUYER. THE BUYER ASSUMES 
ALL RISK AND LIABILITY ARISING OUT OF HIS OR HER REPAIRS TO THE ORIGINAL PRODUCT OR 
REPLACEMENT PARTS THERETO, OR ARISING OUT OF HIS OR HER INSTALLATION OF REPLACEMENT 
PARTS THERETO.

Record Product’s Serial Number Here:
Note: If product has no serial number, record month and year of purchase instead.

Note: Some parts are listed and shown for illustration purposes only and are not available 
individually as replacement parts.

MADE IN CHINA


