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See the user manual for more detailed
instructions

Before using your dehumidifier, please
read the user manual carefully and keep
for future reference.

version A - 12 - 2020

Models
MAD20S1QWT
MAD35S1QWT
MAD50S1QWT

MAD50PS1QWT
MAD50PS1QGR

 

Quick Start Guide

SET UP INSTRUCTIONS

Step 1:

Step 2:

Rotate dehumidifier 90° and align the arrows on the two labels (one on the bucket and one 
on the dehumidifier) and carefully sit the dehumidifier down onto the bucket.

The water level window in the bucket and the user interface buttons on the dehumidifier 
should be on the same side when properly stacked. Check to ensure the arrows on the unit 
and bucket are aligned as in Fig. 2c for proper operation.

Nested Shipping & 
Storage Position

Fig. 1a

Fig. 1b
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Separate dehumidifier & bucket from the nested shipping/storage position.  Remove all 
packaging materials from the unit.



Step 3:

Plug the unit in and press the power button and the unit is ready to 
run in normal (bucket) mode.

To nest the unit:

Fig. 2a

User Interface 
Buttons and 
Water Level 

Window 
Aligned on the 

Same Side

Fig. 2b
Fig. 2c

Fig. 3
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Bucketless mode:

1. Press and hold the up and fill level 
buttons for 3 seconds until the bucketless 
icon appears on the display. 

2. Ensure the dehumidifier is on flat level 
ground (free of debris).

3. 

4. Attempting to change the unit into 
bucketless mode while it is sitting on the 
bucket will have no effect.

To remove the unit from bucketless mode, 
place the unit back on the bucket.

Additional Support

For information about connecting your dehumidifier to
the internet and using the app to control its operation, 
scan this QR code.

OPERATING INSTRUCTIONS
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Fig. 4

Fig. 5

Bucketless mode  allows you to run the unit 
without the bucket in place. The included 
drain hose or a garden hose must be 
attached for proper bucketless mode 
operation.  Please refer to fig. 4 & fig. 5, the 
drain hose must be properly sloped to the 
drain. To activate bucketless mode, the 
following steps must be completed within 
three minutes of plugging the dehumidifier in.

Make sure the bucket is dry. Then press the tabs on the inside 
bucket feature in so that the unit can nest correctly. See Fig. 3 

Make sure the hose for Bucketless mode 
is sloped down to the drain and does not 
rise above the connection point 
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Connect:

Holding the power button for 3 seconds will
place  the unit in network  connection mode 
to setup wireless control.

Pump:

Press and hold on the Fill level pump 3 
seconds will activate pump mode if the 
bucket is in place (some models).

Fill Level Button:

Press  this  button to  change the  required 
water  level before the bucket full switch 
activates. For  more  information about  each

fill  level,  see  page  19  of the  full  user manual.



此面页面无需印刷
技术 要求：
1.120克/铜版纸彩色(说明书)双面
2.尺寸：A4
3.颜色：彩色


