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Installation Instructions, OWT Timber 
Screws

1V2.00 - Installation Instructions, Specifications and Project Plans are effective May 1, 2015 and reflects information that available 
as of April 10, 2014. This information is updated periodically and should not be relied upon after October 15, 2016. Please visit 
www.OZCOBP.com to get current information.

Sizes: 1.75, 2.75, 3.75, 5.75, 7.50, 10.00 & 12.00 inches



One Page Process #: 

Printing Documents 
from ISSUU

Unfortunately, there is currently no way to print content directly 
through issuu. To print a publication, you will need to download 
it and print it from your computer. 

4002

One of Two Access Points for ISSUU

You MUST create an account with Issuu or log in with Facebook or Google+

Select the “Download” Option & Save the File to an easily accessed location.

“Open” the downloaded file, View and/or Print as you want. 

  Below the publication is a word “Share” click it  Below the publication is an icon               click it

WEBSITE DIRECT



Screw, OWT 7-1/2" 
(190mm) Timber
56629

[190]
7.50

Screw, OWT 3-3/4" 
(95mm) Timber
56627

 
4

3.75 
Screw, OWT 5-3/4" 
(145mm) Timber
56628

[145]
5.75

OWT Timber Screw
Product & Packaging Specs
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Screw, OWT 1-3/4" 
(45mm) Timber
56625
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1.75 
Screw, OWT 2-3/4" 
(70mm) Timber
56626
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Screw, OWT 10" 
(254mm) Timber
56647
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10.00 
Screw, OWT 12" 
(304mm) Timber
56648

[304]
12.00

5/16" 
clearance 

hole
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use with power driver

Tool Required: 3/8" Driver 
(not included)

(OWT Timber Screw)


