® ASSEMBLY OF THE TREE
1. Locate the bottom section of the tree which is identified by a label on the
outer branches marked “A” (Fig 6).

2. Remove the protective plastic cap by twisting and pulling it from the end of

ASSEMBLY INSTRUCTIONS: the pole and place t.he end into the tree stand. Be sure the pointed end of
the pole fully insert into the tree stand.

3. Now tighten the eyebolts evenly on the tree stand; be careful not to

No tools required (Hammer optional). Retain carton for storage.

(We recommend wearing proper clothing to prevent scratches during the over-tighten (Fig 3).
assembly process.) |
Carefully unpack the content from the tree's carton (F19. 3)

(Fig. 1) Including the content of the poly bag which is attached to the inner
flap of the tree's carton.

Your tree should include the following components:

Carefully unpack the content from the tree's carton (Fig 1). Your tree should
iInclude the following:

* 1 Folding metal tree stand with 3 eyebolts
» 6’ trees will have (3) tree sections; ("A”, “B” and “C”; as shown in Fig 5).
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4. Now gently guide the branches downward into place.

5. Locate the next section of the tree which is identified by a label on the outer
branches marked “B” (Fig 5).

6. Remove the protective plastic cap from the end of the pole on section “B”;
iInsert that end onto the top of the pole of section “A” (Fig 4).
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ASSEMBLY OF THE TREE STAND

1. Remove the tree stand from the plastic bag, loosen the eye bolt and open
the tree stand to form an “X".

2. Align the holes for the insertion of the remaining (2) eyebolts.

3. Insert each eyebolt and begin threading in a clockwise direction for a couple

of rotation only; leaving enough room for the tree’s pole from section “A” to
be inserted into the assembled stand (Fig 2).

4. Place the tree stand in its desired location; as once the tree is fully
assembled, it may be difficult to move or relocate.

DISASSEMBLY & STORAGE

1. Beginning with the tree’s top section; lift each section straight up from the
section below, and continue working downward.

NOTE: You may have to slightly wiggle each section as you lift each section
upward.

2. To remove the bottom and final section; loosen the eyebolts by turning in a

counter-clockwise direction and lift section “A” from the support collar of the
tree stand.

3. Gently fold the branches of each section upward, towards the center, and
position Iin the storage container.

/. Now gently guide the branches of section "B” downward into place. NOTE: With the exception of the tree’s "top” section; by holding each section
8. Depending on the height of the tree you have purchased, you will continue upside down; the branches will collapse downward, due to the hinging, aiding
to build your tree upwards, section by section, following the above steps in the packing of each section into the storage container.
until the tree is completely assembled. Each section of the tree is labeled In 4. Fully unthread the eyebolts from the tree’'s stand and fold together; placing in
alphabetical order beginning from the bottom to the top. the storage container.

5. It iIs recommended to always store the tree in a cool, dry location protected
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