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The —.m_:._mw you have just purchased provides
protection, whether on or off the road. To insure
proper use of this helmet, familiarize yourself with
its features, fit and care by carefully reading
through this manual before wearing your new haelmet.
THE PROPER FIT

STEP 1: The Helmet fits correctly when the iit pads
hold it firmly but comfortably in place. Different
thicknesses are provided for that purpose. Pads are
held in place by hook and loop style fastener. Try any
combination of the different thicknesses provided
until the helmet fits firmly and comforiably. All fitting
adjustments MUST be made with the helmet in the
proper position. Failureto do se will resuitin a poor

fit. This will allow the helmet fo move out of position

‘or come off in an accident for proper position,
please refer to Diagram A.

DIAGRAN A

Right ¥ay Frg¥in  STEP 2: Always wear a
helmet low in the front
to proiect the forehead

— as in the correctfigure

above. STEP 3: The
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CORRECT  INCORRECT [rontand rear straps

shoutd join at a point
slightly below and in front of the ears. See Diagram
B. To adjust the position of the straps hold one end
of the buckie in one hand and slide the slide adjus-
ior up or down as nessesary with the other hand
correctly positioned. To adjust the front or rear
strap individuzily, hold the sirap to be adjusted and
slide the slide adjustor in the appropriate direction.

STEP 4: Always wear the helmet with [
the chin strap buckde fastened and the
strap pulled tight. Make sure the strap
| Fpu

is well back aigainst the throat, NOT on
the point of the chin. Straps wornin
the point of the chin increase the DIAGRAM B
chance of the helmet coming off in an accident.
See Diagram € & Diagram D on how o fasten ancl
realease the buckle and Diagram E to show the
proper placement of the chin strap.
DIAGRAMC Uﬂbom.abg D DIAGRAME
Right Way

k_
|_Figne3 MW ,

Make sure the loose gnd of the strap passes
through the rubber “0” ring. if it does not, the strap
may slide loose and the helmet can come off acci-

dently. See Diagram &

STEP §: Before using the helmset,

make sure it fits correctly, the straps 27 ™%,
are correcty adjusted and the chin
strap is tight enough. Put the helmet

on in the correct position. Fasten the
chin strap and pull it ight.

DIAGRAM F

* CHECK THEFIT
Graly the heimet with both hands and twist it to the left
and to the right. If the helmet fits right, the skin on the
forehead will snove as the helmet moves. If it does not,
the helmetis too ioose. Return to Step 1.
* CHECK THE STRAPS
Grab the helmet with boths hands and try to remove it
by roiling the heimet forward and backward as far as
you can, Make a serious effort. if you can roll it off the
head completly in efther direction, rell it forward so far
that it blocks vision, or backwards far enough io expose
the forehead, it doesn’tfit right. Repeat steps Sand 4
untit helmet movement is minimal.
. * WARNING
If you cannot adjust your helmet to fit as required by
Step 5, DO NOT USE THIS HELMET. Replace it with a
different size.

STEP 6: Once you are satisfied that the helmet fits cor-
rectly anid that ali straps are properly adjusted and
tightened, take a short ride. Pay attention to overali
camfort and helmet stability while riding. Make any
minor adjustments to the fit pads and straps to im-

prove the comfort stability.
CLEANING YOUR HELMET
Use only mild soap ad water to clean the helmet,
straps and pads. DO NOT use chemicals. Do not use
. solvents, paints and hydrocarbons.
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Manuzl det Ustiario
El casco qgue usted acaba de obiener otorga proteccion,
tanio en la calle como en 12 vereda. Para asegurar €l uso
adecuado del casco, fome conocimienio de las caracter-
isticas, el ajuste ¥ el cuidado del casco leyendo atenta-
memnte este manual antes de usar su casco NUevo.
EL AJUSTE ADECUADO
PASC 1: E! casco esta bien ajustado cuando {as aimoh-
adillas de ajusie Io sosiienen con firmeza pero con co-
modidad en su lugar. Para eso, se proveen almohadilas
de diferenie grosor. Las almohadillas se sostienen en su
lugar con cintas de velcro. Pruebe todas ias combinacio-
nes de grosores hasha que el casco se ajusle con firmeza
¥ comodidad. Todos los ajustes DEBEN realizarse con €t
caseco ubicado en la posicion correcta. De lo contrario, el
casco no calzard correctamente, ¥y se movera o se
soitara en caso de un accidente. Para ver la posicion cor-
recta, consulie ef diagrama A.

PASO 2: Siempre use al
casco sobre fa frenie como
se mussira en 1z figura
anteriorn.PASO 3: Las tiras

DIAGRAMA A

unirse en UN punto apenas
CORBECTO INCORRECTC debajo y enfrenie de las

orejas. Ver of diagrama B. Para ajustar Iz posicion de las
{iras, sostenga la punia de la hebilla en una mano y, con
Ia otra mano ubicada en la posicién correcta, deslice fa
hebilla deslizante hacia atriba 0 hacia abajo segin sea
necesaric.Para ajusiar Ia tira traséra o 1a tira delantera,
sostenga la tira que desea ajustar y deslice la hebilla
deslizante hacia 12 posicion adecuada.
PASO 4: Siempre use el casco con Ia hebilla de Ia tira del
mentén abrochada y Ia tira bien ajustada. Asegiresede
gue Ia tire esté ubicada bien atrds sobre Ia garganta,

Asegilrese de que la parie suelia de [a ira o Ring .‘\
-pase a través del anilio de goma en forma
de D7, De lo confrario, Ia fira s& puede de-

delanteras y traseras deben

NO sobre la punta del mentdn. Si el casco
se usa con {as tiras sobre el mentdn,
aumenis la posibilidad de que el casco
se salga en caso de un accidente.
Consulle el diagrama C y el diagrama D
para ver como ajusiar y soltar la hebilla, U_b.mmb% w
¥ el diagrama E para ver la posicion correcia de la tira del
menton.

U_b.nm_nrﬂgb. € DIAGRAMAL DIAGRAMAE
Posicion coreci

Solter
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sajustar y el casco puede sollarse aceiden-
taimente. Ver el diagrama F.

DIAGRAMAE

PASOD 5: Antes de usar el casco, asegirese de que calce
correctamente, que las tiras estén ajustadas correcia-
mente y ia tira de!l menton lenga e ajusie suficiente.
Colbquese el casco en la posicion comrecta. Abroche Ia
fira del menion y ajusteia bich.

* CONTROLE EL AJUSTE
Tome el casco con las dos manos y gireios hacia la iz-
quierda v hacia ia derecha. Si el casco catza correcta-
mente, la piel de 1a frente se movera con €l movimiento
del tasco. Si la pief no se mueve, el casco esta de-
masiade suelto. Vueiva a realizar el paso 1.

= CONTROLE LAS TIRAS
Tome &l casco con Ias dos mancs e intenie sacdrselo
moviendo 2] easco lo Mas que pueda hacia delante ¥
hacia alrés. Hagalo con empefio. Si el casco sedestiza y
se suelta por completo en cualquiera de las dos direc-
ciones, si puede moverio hacia adelante de manera que
bloguea la visidn o hacla atras de manera que deja ia
frente al descubierto, el casco no esta bien colocado.
Vuelva a realizar los pasos 3 vy 4 hasta que el casco se
mueva I menos posible.

* ADVERTENCIA
Si no puede ajustar el casco para que calce segin los
requisitos del paso 5, NO USE EL CASCO. Cambiele por
oiro de distinto tamaiio.

PASO 6: Una vez que se asegurd que ef casco calza cor-

rectamente y que iodas las liras estan bien colocadas y
ajustadas, ande un poco en biciclela. Fijese si el casco
se siente comodo y si esta firme cuando anda. Realice

. todos los ajustes minimos hecesarios a las almohadillas

v ias tiras para mejorar la comodidad v Ia firmeza.

COMO LIMPIAR EL CASCO
Use solo jabdn suave y agua para limpiar el casco, las
tiras y las aimochadillas. NO USE productos quimicos.
Mo nse solvenies, pinturas ni hidrocarbaros.




