
Clean Out Your Gutters

Measure & Cut Gutter Guard as Needed

Determine the Slope of Your Roof

The optimum slope for gutter guard install is 5-25º.

This guide covers typical installations. For more information 
on other install scenarios, please scan the QR code located 
on the front of the install guide.

���������� For A Typical Installation

Standard Roof

If your roof looks like
this, continue to
OPTION 1.

If your roof looks like
this, continue to
OPTION 2.>46°

≤45°

Steeply Pitched Roof

Use a new, or freshly sharpened, pair of tin snips to cut 
through the aluminum rail and mesh.
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Start Laying First Section

CONTINUE TO OPTION 2 →

We recommend starting at an inside corner. If you don’t 
have one, start at the downspout.

1 2

Carefully slide the rear rail of the gutter guard under the roof 
shingles. Continue to step 5.

IMPORTANT: If your roo�ng material is adhered to your 
underlayment, do not use this method. Use the bending
method demonstrated in Option 2.
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MEASURE & MARK:  Measure the length from the lip of the 
gutter to the fascia board. Using that measurement, mark a 
line on the gutter guard where you will bend the mesh.

Below the Roo�ine
InstallationOption 2 

a

CLAMP MESH: Clamp the gutter guard between two 1”x2” 
boards to hold it in place.

b

Standard Roof InstallationOption 1 

OR

BEND THE MESH: Use the leverage from the clamp and/or 
boards to bend the mesh along the line you’ve marked.
Note: Bend the mesh either up or down depending on your 
gutter-to-roof scenario.

c

SCREW IT DOWN: Use the guides on the front rail to place 
the screw. Fasten with 3 screws for each section.

TAPE IT ON: Peel back the �rst couple inches of the red 
protective layer on the adhesive foam tape. Place the gutter 
guard, �nish peeling back the remaining protective layer, 
and press down �rmly to seal.

INSTALL GUARDS: Screw the mesh to the fascia board 
using 3 screws per section. Continue to step 5.
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Tape or Screw to Attach

Screw Tape
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Inside Corners������

Outside Corners������

A A

Place piece A along the
outside corner.

Bend down the aluminum rail and 
mesh to create a 45º angle.

Cut piece B at a 45° angle. Once cut, �t it into the outside 
edge so that it’s aligned with
piece A.
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45°
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Piece B

B

3 4

1 2

Slide piece A into the inside 
corner of your gutter.

Tuck the exposed mesh of piece B 
down inside the gutter adjacent 
to the adjoining gutter guard.

This is a completed inside corner. 
For heavy rain �ow areas, you 
may need to add rain diverters.

Piece B

For piece B, trim back the aluminum 
rail about 1”, leaving some
mesh exposed.
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End Caps������

Joining Sections������

Lay one end of the mesh so it overlaps directly over the other section. 
����������������������������������������������������������������������������������

From the ground, trim back 
the aluminum rails where they 
are marked to expose the 
remaining mesh.

Bend and tuck the exposed 
mesh into the gutter. You can 
trim the mesh as needed to 
create a good covering.

Make sure the entire gutter
end is sealed to prevent debris
from getting under the 
gutter guards.
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At the end of a stretch of 
gutter, mark on each 
aluminum rail where it meets 
the end of the gutter.
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Register your gutter guards for our 
25 year warranty!

	�������
Register your product for our 25 year warranty 
and get a FREE gutter guard brush.
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BONUS OFFER
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gutterguard.com/contact

866.892.8442

M-F 8am-7pm CST

NEED HELP?


