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APPLICATIONS
• Hotels and Hospitality Areas
• Residential New Construction or Remodels

OPTICS
• White Diffuser

Dimensions (Wx Hx D)

Weight

Voltage

Lumens

Wattage

Efficacy (lm/W)

CCT (Selectable)

CRI

Expected Diode Life

Max. Ambient Temp.

Min. Starting Temp.

Power Factor

7.38” x 7.38" x 3” 
1.7 lbs.
AC 120 V
1000 LM
12 W
83.3 LM/W

2700K, 3000K, 3500K, 
4000K, 5000K

90

50,000 Hours

113°F / 45° C

-4° F / -20° C

0.9

CERTIFICATIONS

• ETL listed (US) for Damp and Wet Locations
• Energy Star listed for Rebates and Tax Incentive 

Programs
• California Title 24 Compliant

• Energy Savings of up to 85%

• New Construction Mounting Frame with 4-in/4-out Junction
Box

• IC rated for direct contact with insulation

• Quick Connector Save Installation Time

• Compatible w/ Most Triac Phase-Control Dimmers

• Suitable for Damp Locations

• Lumen Maintenance over 70% at 50,000+ Hours

• 5 Year Warranty

CER61093AK50WK4 6” LED SELECTABLE CCT BAFFLE W/ NEW CONSTRUCTION MOUNTING FRAME
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