18Ga. 1/4” Narrow Crown Stapler

TA238B/18-6

Drives 1/2” to 1-1/2” length staples

FEATURES
®High durable parts

m Reliable thread style driver unit
m Durable high composite bumper

® Lightweight-only 2.7 Ibs & Slim body

Compact and well balanced body. Easily reaches
tight spot.
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@ Switchable fire mechanism e
The tool can be contact or single fired with switch lever.

Comes with plastic

carry case
| ®Dial adjustable depth
control APPLICATIONS
Dial depth control requires ®Door and window casings @Plywood,decorative boards,
no special tools. and other interior finish work @ Panel assembly and moldings

@ Sub flooring @Furniture assembly,case back fastening,
blind pinning and other finishing work ®Cabinet assembly
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TOOL SPECIFICATIONS i
_ ¥ - /2II
MODEL NO. TA238B/18-6 | — —
DIMENSIONS 9-1/2"%x2-1/2"%9-1/8" - -
WEIGHT 2.7lbs SENCO L TYPE STAPLES
RECOMMENDED .
OPERATING PRESSURE | /0t0100p.s.i.
LOADING CAPACITY 109 Staples 044" o |=— | |=-.05"
AIR CONSUMPTION 0.022ft%at 100psi operating pressure \_ Y,

The specifications and design of the products in this catalog will be subject to change without advance notice due to our continuous efforts to improve the quality of our products.

MAX USA CORP Dealer:

205 Express Street Plainview, NY, 11803
Phone:800-223-4293 Fax:516-741-3272

® www.maxusacorp.com




